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PS2 Software Installation Win 95/98
driver versions: R4.1

controller version: 5.3

System Requirements

· Computer: IBM compatible with a 386 or higher processor

· Video card: Must be SVGA, v. 1.2 or higher

· PS2 port: One free PS2 mouse port

· Mouse: If using a mouse in conjunction with your system we suggest a Genius, Clone  MS serial mouse or PS2 mouse

· Operating System: DOS 5.0+, Win3.x+, Win 95/98, or Win NT 4.0

· Hard Disk: 2 megabytes available

· Resident memory: 14kb

· Floppy Disk: 1.44, 3.5”

· Keyboard: Keyboard is optional after system startup 

Hardware Configurations:

I. Connect the Hardware (the following are acceptable)

a) A serial mouse is connected to one serial port and the touchscreen is connected to the PS2 mouse port.

b) A PS2 mouse is connected to the PS2 extension cable and the touchscreen is connected to the PS2 mouse port

II. Driver Installation

a) Place the driver diskette in your floppy disk drive

b) From the “Start” menu select “run” and type “a:\win95_98\setup.exe” (where”a” is your floppy disk drive)

c) Follow the on screen-directions (your computer will re-boot twice before the process is complete)
III. Calibration

A program called “Ezscreen Control Panel” is automatically installed when the driver is installed. This program allows you to select

a)“Touch Down Mode” A click is created when pressure is placed on the screen

 b) “Lift Off Mode” The curser follows the pressure you place on the screen until it is removed. A click is then generated

c) “Drag N Drop” Pressure on the screen allows you to select and then drag elements. This is also useful for drawing/illustration/signature recognition.

IV. Sound Feedback

This feature is effective for reinforcing the user that contact with the screen has been made. You may select from:

a)No sound feedback

b) Tone when touch is applied to the screen

c) Beep when pressure is released from the screen

d) Sound feedback on touch and release

V. Right Click

To create a right-button click you must hold down the Ctrl key while touching the screen

VI. Uninstall

If the need arises to delete the touchscreen use the Uninstall program.

VII. Other Drivers

The system is packaged with the driver for Windows 95/98. Should you require additional drivers they are available from our website at no charge.

Several of the drivers are password protected. To unlock the software the password is 9800

Additional Instructions:

Available on our website www.ezscreen.com are step-by-step illustrated instructions for:

Installing touchscreens in LCDs

Installing touchscreens in CRTs

Drivers for DOS, Win 3.x, Win 95/98 and NT 4.0
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